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Transmissive mode
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Notes: 1. PLED = VLED ILED (Without LED converter transfer efficiency) 
2. The life time of  LED, 30,000Hrs, is determined as the time at which luminance of the

LED is 50% compared to that of initial value at the typical LED current on condition of
continuous operating at 25  2 C.
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4.2 Optical Specifications



BA121S01-200 

R2015-6014-O 



BA121S01-200 

R2015-6014-O 

L0 L1 L2 L3 L4 L5 L6 L7 
L0
L1
L2
L3
L4
L5
L6
L7



BA121S01-200 

R2015-6014-O 



BA121S01-200 

R2015-6014-O 

0

50

100

150

200

-100 -50 0 50 100

-60

-50

-40

-30

-20

-10

0

10



BA121S01-200 

R2015-6014-O 



BA121S01-200 

R2015-6014-O 



BA121S01-200 

R2015-6014-O 

No. 1 2 3 4 5 6 7 8 9 10 11 12 13 

Code X X S 3 1 8 B 0 0 0 1 H D 

GBN Grade B3 Year Month Rev Serial number 
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No. 1 2 3 4 5 7 8 9 10 11
1
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Code X X S 3 8 2 D 8 5 0 0 0 0 0 2 1 

GBN Grade B3 Year Day FG Code last four digits Serial number 



 One step solution for LCD / PDP / OLED panel application: Datasheet, inventory and accessory!
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